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> > IDR72H COMPACTION RAMMER

The lan Dickie IDR72H 4-stroke petrol compaction rammer offers excellent manoeuverability and balance
for easy control and high level compaction, making it an excellent choice for both cohesive and
semi-cohesive soils. The IDR72H is ideal for use in a wide range of applications, including: soil compaction,
backfilling for pipe/cable installation and trench works etc. The IDR72H is a robust compaction rammer
that represents excellent value.

Features:

m Heavy duty, narrow body Aﬁ%

m Xtra strong, durable design

m Heavy-duty shock mounts reduce vibration to the upper engine and handle

m Lifting hook as standard
m High quality German made polyurethane bellows.
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Specifications:

Model IDR72H IDR72L

Dimensions L x W x H (mm) 750 x 430 x 1270 750 x 430 x 1270

Operating Weight (kg) 74 74

Shoe L x W (mm) 345 x 285 345 x 285

Maximum output (kW) 2.7 2.7

Fuel Tank Capacity (litre) 2.8 2.8

Impact Force (kN) 13.7 13.7

Engine Honda GX120 Loncin LC165F-3H

Engine Type 4 Stroke - Petrol 4 Stroke - Petrol

Blows Per Minute (bpm) 640-680 640-680
(_ Stroke (mm) 85 85 )
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